
¤Ø³ÅÑ¡É³Ð¢Í§¼ÅÔµÀÑ³±ì àºàÂÍÃì «Ô¹â¹à·ç¡«ì ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡à¤Å×Íºà§Ò¡ÃÐàº×éÍ§ ¼ÅÔµ¨Ò¡ÊÒÃÍÐ¤ÃÔÅÔ¡¤Ø³ÀÒ¾ÊÙ§·ÕèÁÕ¤ÇÒÁ¤§·¹à»ç¹¾ÔàÈÉ ·Òä´é·éÑ§
ÀÒÂ¹Í¡áÅÐÀÒÂã¹ÍÒ¤ÒÃ
»ÃÒÈ¨Ò¡ÊÒÃ»ÃÍ·áÅÐÊÒÃµÐ¡èÑÇ »ÅÍ´ÀÑÂµèÍÊÔè§áÇ´ÅéÍÁ

¡ÒÃÊ§Ç¹ÊÔ·¸Ôì

ÃÒÂÅÐàÍÕÂ´¢éÒ§µé¹¹Õéä´éÁÒ¨Ò¡¡ÒÃ·´ÅÍ§áÅÐ¨Ò¡»ÃÐÊº¡ÒÃ³ì·Õè¼èÒ¹ÁÒ à¹×èÍ§¨Ò¡ÊÕ¶Ù¡¹Óä»ãªé

ã¹ÀÒÇÐáµ¡µèÒ§¡Ñ¹ àÃÒ¨Ö§äÁèÊÒÁÒÃ¶ÃÑº»ÃÐ¡Ñ¹ã¹ÊÔè§Í×è¹ã´¹Í¡¨Ò¡¤Ø³ÀÒ¾¢Í§ÊÕà·èÒ¹éÑ¹

ºÃÔÉÑ·¢ÍÊ§Ç¹ÊÔ·¸Ôì·Õè¨Ðà»ÅÕèÂ¹á»Å§¢éÍÁÙÅ â´ÂÁÔá¨é§ÅèÇ§Ë¹éÒ

¢éÍÁÙÅ·Ò§ÇÔªÒ¡ÒÃ

àºàÂÍÃì ÊÕà¤Å×Íºà§Ò¡ÃÐàº×éÍ§ «Ô¹â¹à·ç¡«ì

¢éÍÁÙÅ·Ò§ÇÔªÒ¡ÒÃ
»ÃÑº»ÃØ§àÁ×èÍ : ÊÔ§ËÒ¤Á 2553

Ë¹éÒ : 1 ¨Ò¡ 1
àºàÂÍÃì «Ô¹â¹à·ç¡«ì ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡à¤Å×Íºà§Ò¡ÃÐàº×éÍ§

: -ÁÒµÃ°Ò¹ÍéÒ§ÍÔ§

¢¹Ò´ºÃÃ¨Ø : 1/4 á¡ÅÅÍ¹, 1 á¡ÅÅÍ¹, 5 á¡ÅÅÍ¹

á¹Ð¹Ó
30
0

à¹×éÍ·Õè»¡¤ÅØÁ¾×é¹·Õè¢éÖ¹ÍÂèÙ¡ÑºÅÑ¡É³Ð¾×é¹¼ÔÇáÅÐ
ÇÔ¸Õ¡ÒÃà¤Å×ÍºÊÕ

¤ÇÒÁË¹Ò¢Í§¿ÔÅìÁÊÕáÅÐÍÑµÃÒ¡ÒÃ»¡¤ÅØÁ
* ¤ÇÒÁË¹Ò¿ÔÅìÁÊÕáËé§ (äÁ¤ÃÍ¹)
* ¤ÇÒÁË¹Ò¿ÔÅìÁÊÕà»ÕÂ¡ (äÁ¤ÃÍ¹)
* ·Òä é́µÒÁà¹×éÍ·Õè (µÒÁ·ÄÉ®Õ) (µÒÃÒ§àÁµÃ/á¡ÅÅÍ¹/à·ÕèÂÇ)

äÁè¹éÍÂ¡ÇèÒ
0
0
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äÁèà¡Ô¹
0
0
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àºàÂÍÃì «Ô¹â¹à·ç¡«ì ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡à¤Å×Íºà§Ò¡ÃÐàº×éÍ§ àËÁÒÐÊÓËÃÑºãªéã¹¡ÒÃµ¡áµè§áÅÐ»¡»éÍ§¾×é¹¼ÔÇ»Ù¹ ¤Í¹¡ÃÕµ §Ò¹¡èÍÍÔ°
ÍÒ¤ÒÃ¢¹Ò´ãË­ è ¤Í¹â´ÁÔà¹ÕÂÁ âÃ§§Ò¹ ¾×é¹Ê¹ÒÁà·¹¹ÔÊ ¡ÃÐàº×éÍ§ËÅÑ§¤Ò ¾×é¹¼ÔÇ»Ù¹·Ø¡ª¹Ô´·ÕèµéÍ§¡ÒÃ¤ÇÒÁ¤§·¹à»ç¹¾ÔàÈÉ

¤Ø³ÊÁºÑµÔ¡ÒÃãªé§Ò¹

: ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡
: ¡Öè§à§Ò
: µÒÁá¤êµµÒÅçÍ¡ "àºàÂÍÃì «Ô¹â¹à·ç¡«ì ÊÕà¤Å×Íºà§Ò¡ÃÐàº×éÍ§"
: -
: -
: -
: -

: 10 - 30 ¹Ò·Õ
: ÁÒ¡¡ÇèÒ 2 ªÑèÇâÁ§
: 2 - 4 ªèÑÇâÁ§
: ÁÒ¡¡ÇèÒ 65 Í§ÈÒà«Åà«ÕÂÊ

* »ÃÐàÀ·¢Í§ÊÕ
* ÅÑ¡É³Ð¿ÔÅìÁÊÕ
* à©´ÊÕ
* ¤ÇÒÁ¢é¹ (·Õè 25 Í§ÈÒà«Åà«ÕÂÊ)
* ¤ÇÒÁ¶èÇ§¨Óà¾ÒÐ
* à¹×éÍÊÕâ´Â»ÃÔÁÒµÃ
* à¹×éÍÊÕâ´Â¹éÓË¹Ñ¡
* ÃÐÂÐàÇÅÒáËé§ (·Õè 25 Í§ÈÒà«Åà«ÕÂÊ)
     áËé§ÊÑÁ¼ÑÊä´é
     àÇÅÒáËé§¡èÍ¹·Ò·Ñº
     àÇÅÒáËé§ãªé§Ò¹ä´é
* ¨Ø´ÇÒºä¿

¤Ø³ÊÁºÑµÔ·Ò§¡ÒÂÀÒ¾

: ¤ÇÃËÅÕ¡àÅÕèÂ§¡ÒÃà¡çºã¡ÅéáËÅè§¡Óà¹Ô´¤ÇÒÁÃéÍ¹ ¤ÇÒÁª×é¹
: ÍÒÂØ¡ÒÃà¡çºÃÑ¡ÉÒ 36 à´×Í¹ ·ÕèÃèÁÍØ³ËÀÙÁÔ»¡µÔ

¡ÒÃà¡çºÃÑ¡ÉÒ

: ãªé§Ò¹ÀÒÂãµéÊÀÒÇÐ·ÕèàËÁÒÐÊÁ ÁÕ¡ÒÃÃÐºÒÂÍÒ¡ÒÈà¾ÕÂ§¾Í ÍÂèÒÊÙ´´Á
: ËÅÕ¡àÅÕèÂ§¡ÒÃÊÑÁ¼ÑÊ¡Ñº¼ÔÇË¹Ñ§â´ÂµÃ§ ¶éÒÁÕÊèÇ¹·ÕèÊÑÁ¼ÑÊãËéÅéÒ§ÍÍ¡·Ñ¹·Õ´éÇÂ¹éÓáÅÐÊºÙè
: ¶éÒÊÑÁ¼ÑÊ´Ç§µÒãËéÅéÒ§¹éÓ´éÇÂ¹éÓ»ÃÔÁÒ³ÁÒ¡áÅÐ¾ºá¾·Âì

¤ÇÒÁ»ÅÍ´ÀÑÂáÅÐÊØ¢Í¹ÒÁÑÂ

: à¡çºãËé¾é¹Á×Íà´ç¡¤Óàµ×Í¹

ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡ 10% ÊÓËÃÑºà¤Å×Íº¡ÃÐàº×éÍ§ : ÊÙµÃ¤§·¹¾ÔàÈÉ

¤Ø³ÊÁºÑµÔÊÓ¤Ñ­ * ·Ò§èÒÂ ä´éà¹×éÍ·ÕèÁÒ¡ áÅÐãËé¿ÔÅìÁÊÕ·ÕèàÃÕÂºà¹ÕÂ¹ÊÇÂ
* ·¹·Ò¹µèÍÊÀÒ¾¤ÇÒÁà»ç¹´èÒ§¢Í§¾×é¹¼ÔÇ
* ·¹·Ò¹µèÍ¹éÓ áÅÐÊÀÒ¾ÀÙÁÔÍÒ¡ÒÈä´é´Õ
* ·¹·Ò¹µèÍ¡ÒÃ¢Ñ´¶Ù ÊÒÁÒÃ¶àªç´ÅéÒ§ ·Ó¤ÇÒÁÊÐÍÒ´ä´é

: ¾×é¹¼ÔÇ·Õè¨Ð·ÒµéÍ§áËé§ÊÐÍÒ´ »ÃÒÈ¨Ò¡¤ÃÒºä¢ÁÑ¹¤ÃÒº½èØ¹ÅÐÍÍ§ ÊèÇ¹·Õèà»ç¹Ê¹ÔÁ½èØ¹ËÃ×ÍËÅØ´ÅèÍ¹
: ¾×é¹¼ÔÇ·ÕèÁÕàª×éÍÃÒ µéÍ§·Ó¤ÇÒÁÊÐÍÒ´ãËéËÁ´¡èÍ¹ â´Â¹éÓÂÒ¿Í¡¢ÒÇ áÅÐÅéÒ§ÍÍ¡ãËéÊÐÍÒ´ ·éÔ§äÇéãËéáËé§áÅéÇ·Ò´éÇÂ àºàÂÍÃì
âÁÇ´ìÇÍª àºÍÃì 3600
: ¼¹Ñ§·ÕèÁÕÃÍÂáµ¡ ãËéÍØ´â»éÇ´éÇÂ àºàÂÍÃì ÍÐ¤ÃÔÅÔ¡ ¿ÔÅàÅÍÃì àºÍÃì àÍ¿-200 ÊÓËÃÑººÃÔàÇ³·ÕèÃÍÂáµ¡ÃéÒÇÁÕ¤ÇÒÁ¡ÇéÒ§¹éÍÂ¡ÇèÒ
0.3 ÁÔÅÅÔàÁµÃ ËÃ×Íãªé àºàÂÍÃì ÍÐ¤ÃÔÅÔ¡ «ÕÅáÅ¹·ì «èÍÁá«Á ÊÓËÃÑººÃÔàÇ³·ÕèÁÕÃÍÂáµ¡ÃéÒÇÁÒ¡¡ÇèÒ 0.3 ÁÔÅÅÔàÁµÃ áÅÐ¤ÇÃ¢Ñ´áµè§
ÃÍÂ«èÍÁá«ÁãËéàÃÕÂº¡èÍ¹·ÒÊÕ
: ¡ÒÃàµÃÕÂÁ¾×é¹¼ÔÇ·Õè Ṍâ´ÂäÁèÁÕÊèÇ¹·Õèà»ç¹½èØ¹ËÃ×ÍËÅǾ ÅèÍ¹¨Ð·ÓãËéä é́¡ÒÃÂÖ´à¡ÒÐ¢Í§ àºàÂÍÃì «Ô¹â¹à·ç¡«ì ÊÕà¤Å×Íºà§Ò¡ÃÐàº×éÍ§ Ṍ·èÕÊǾ
: ¾×é¹¼ÔÇ»Ù¹ãËÁè

: ¾×é¹¼ÔÇ»Ù¹à¡èÒ

: ¾×é¹¼ÔÇ¡ÃÐàº×éÍ§ËÅÑ§¤Ò áÅÐ Ê¹ÒÁà·¹¹ÔÊ

ÃÐºº¡ÒÃ·ÒÊÕ
* ¡ÒÃàµÃÕÂÁ¾×é¹¼ÔÇ

* ÃÐººÊÕ
* ÃÍ§¾×é¹ áÅÐ ÊÕ·ÑºË¹éÒ

* ÃÍ§¾×é¹
* ÊÕ·ÑºË¹éÒ

* ÃÍ§¾×é¹ áÅÐ ÊÕ·ÑºË¹éÒ

: àºàÂÍÃì  «Ô¹â¹à·ç¡«ì ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡à¤Å×Íºà§Ò¡ÃÐàº×éÍ§

: àºàÂÍÃì ÊÕÃÍ§¾×é¹»Ù¹à¡èÒ àºÍÃì ºÕ-11090
: àºàÂÍÃì  «Ô¹â¹à·ç¡«ì ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡à¤Å×Íºà§Ò¡ÃÐàº×éÍ§

: àºàÂÍÃì  «Ô¹â¹à·ç¡«ì ÊÕ¹éÓÍÐ¤ÃÔÅÔ¡à¤Å×Íºà§Ò¡ÃÐàº×éÍ§

¨Ó¹Ç¹

¨Ó¹Ç¹
¨Ó¹Ç¹

¨Ó¹Ç¹

à·ÕèÂÇ

à·ÕèÂÇ
à·ÕèÂÇ

à·ÕèÂÇ

2 - 3

1
2 - 3

2 - 3

0.018
1.8 - 2.0

* ÍØ»¡Ã³ì
* ·Ô¹à¹ÍÃì
* ÊÀÒ¾áÇ´ÅéÍÁ¢³Ðãªé§Ò¹
* ¡ÒÃ¼ÊÁ¡èÍ¹ãªé§Ò¹

: á»Ã§ ÅÙ¡¡ÅÔé§ áÅÐ à¤Ã×èÍ§¾è¹
: ¹éÓÊÐÍÒ´ËÃ×Í¹éÓ»ÃÐ»Ò à¤Ã×èÍ§Á×ÍËÅÑ§ãªé§Ò¹·Ó¤ÇÒÁÊÐÍÒ´´éÇÂ¹éÓÊÐÍÒ´
: ¾×é¹¼ÔÇ¤Í¹¡ÃÕµäÁè¤ÇÃÁÕ¤ÇÒÁª×é¹à¡Ô¹ 14% â´Â¹éÓË¹Ñ¡
: ÊÓËÃÑº¡ÒÃ¼ÊÁà¾×èÍãªéà¤Ã×èÍ§¾è¹äÃéÍÒ¡ÒÈ
: ÊÓËÃÑº¡ÒÃ¼ÊÁà¾×èÍãªéà¤Ã×èÍ§¾è¹¸ÃÃÁ´Ò
: ÊÓËÃÑºá»Ã§ËÃ×ÍÅÙ¡¡ÅÔé§

ÇÔ¸Õ¡ÒÃãªé§Ò¹

¼ÊÁ¹éÓÊÐÍÒ´ 0 - 10% ¢¹Ò´¢Í§ÃÙ¾è¹
¼ÊÁ¹éÓÊÐÍÒ´ 5 - 15% ¢¹Ò´¢Í§ÃÙ¾è¹
¼ÊÁ¹éÓÊÐÍÒ´ 5 - 15%

¹ÔéÇ áÃ§´Ñ¹à¤Ã×èÍ§¾è¹
¹ÔéÇ áÃ§´Ñ¹à¤Ã×èÍ§¾è¹

165
3 - 4

atm
atm



* Tool
* Thinner
* Condition during application

: Brush, roller or spray gun.
: Clean water.
: The moisture content in the concrete should not exceed 14%.
: Application by roller, brush and spray gun : dilute with 5 - 15% clean water by volume.
: Application by airless spray dilute with 0 - 10% clean water by volume.
: Application by airless spray

Application Method

165
3 - 4

: nozzle orifice 
: nozzle orifice

inches : nozzle pressure
inches : nozzle pressure

atm.
atm.

0.018
1.8 - 2.0

* Air spray
* Spray

Beger Synotex Acrylic Emulsion Paint is premium quality emulsion paint for exterior and interior formulated
from pure acrylic latex and light-fast pigment. Specially developed for finish coat on concrete.
No added lead and no added mercury.

Description

DISCLAIMER

The information in this data sheet is given to the best of our knowledge based on laboratory testing

and practical experience. However, as the product is often used under conditions beyond our control,

We cannot guarantee anything but the quality of the product itselt. We reserve the right to change the given data without notice.
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BEGER SYNOTEX ROOF PAINT
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Beger Synotex Roof Paint

Reference Standard : -

Packing Size : 1/ 4 Gallon, 1 Gallon and 5 Gallons.

: Acrylic Emulsion
: Semi-Gloss
: According to "Beger Synotex Roof Paint"

: 10 - 30 minutes
: More than 2 hours
: 2 - 4 hours
: More than 65'C

* Vehicle type
* Finish
* Colour
* Dry time (@25'C, 30 mm.DFT)
     Touch dry
     Recoat
     Dry to handle
* Flash point

Physical Properties

: The product must be stored in accordance with national regulations. Storage conditions are to keep the containers
in a dry, cool, well ventilated space and away form source of heat an ignition.
: Containers must be kept tightly closed.
: 36 months at ambient.

Storage

: Use under well ventilated conditions.
: Do not breathe or inhale mist.
: Avoid skin contact. Spillage on the skin should immediately be removed with suitable cleanser, soap and water.
: Eyes should be well flushed with water and medical attention sought immediately.

Health and safety

Typical
30
0

Actual consumption rate depends
onapplication method and surface condition.

Film Thickness and Spreading Rate
* Dry film thickness (microns)
* Wet film thickness (microns)
* Theoretical coverage rate (m/U.S.Gallon/coat)

Minimum
0
0

35

Maximum
0
0

40
2

Properties for Use Intended for wide range of applications including decoration and protection on masonry surfaces. It is ideal for
application of concrete roof, cement, plaster, asbestos cement, brickwork hard or soft boards and other building
materials.

Precaution : Keep out of reach of children.

Feature and Benefits * Easy to apply, give smooth appearance.
* Excellent water and weather resistance.
* Low dirt pick up and washable.
* Good resistance to algae, fungus mildew and mold attack.
* Good color retention.

Premium Roof Paint 100% Acrylic Emulsion : High Durability

Application System
* Surface preperation

* Typical paint system

: Surface should be dry and clean.
: Remove completely all dirt, grease, oil, water or any contaminated by washing surface with suitable cleaner.
: Repair all surface imperfections. Before application, fill and seal hairline cracks by working a generous amount of
material into void. Cracks and gaps wider than 2.0 - 10.0 mm. should be filled with acrylic sealant. Use Beger Acrylic
Wall Filler #F-200 for cracks and gaps with less than 0.3 - 1.0 mm. width.
: Surface with fungus, mold and mildew growth must be cleaned off and follow by the treatment of fungicidal wash
Beger Mouldfree #M-001.          
: Previous painted surface: Remove all loose or peeling paint. Remove chalk with high pressure-water jet; allow to
dry a minimum of 24 hours.
: New Masonry Surface

: Repainting Masonry Surface

: Roof-tile and Tennis Court

coats

coat
coats

coats

2 - 3

1
2 - 3

2 - 3

* Primer & Top Coat 
 
* Primer
* Top Coat 

* Primer & Top Coat

: Beger Synotex Roof 100% Acrylic Emulsion Paint
 
: Beger Contact Primer #B-11090
: Beger Synotex Roof 100% Acrylic Emulsion Paint

: Beger Synotex Roof 100% Acrylic Emulsion Paint
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